360° 4k Colour Camera
High quality image

CUSTOM
ENGINEERING
Complete coverage and easy
installation
The 4K image from the camera ensures that no
matter what area the user selects to view, the image
quality is of the highest standard.
Get a clear view of your surroundings with this low
power 4K camera.

High quality image from a low
power unit
The latest colour camera from Tritech utilises the latest
technology to provide a full 360 degree horizontal
image, covering a full 180 degree vertical from the
horizontal angle.
Designed to be located near the seabed, the camera
provides the operator with a high resolution image of
everything around and above the unit providing total
coverage. This allows the user to monitor the
surrounding area with a single camera in a fixed
position. Alternatively the camera can be mounted on
the surface looking vertically down, providing an image
of the seabed below. The product is ideal for both
renewables and fishing markets in particular where it
can be mounted on any subsea structure.
Communication is established with the camera through
a 10/100Base-T Ethernet link making it one of the most
simple to install. The software supplied by Tritech
provides users the ability to select from a range of
views, including but not limited to the fisheye and
panoramic.
With an operating voltage that runs from 18V to 75V DC
and only 5 Watts of power installation required, this
camera could not be easier to deploy.

www.tritech.co.u k

Tritech

Specification

Camera properties
lmaqe Sensor
Effective Pixels
Electronic Shutter Speed
Min. illumination
White Balance
Gain Control
Max Bit Rate
Maxframe Rate
Focal Length
Max Aperture
Focus Control
Horizontal Anqle of View
Vertical Anqle of View
Interface
Power Supply
Power Consumption
Communication
Physical properties
Weight
Depth rating
Temperature rating
Standard connector
Housing material
Lens material
Dimensions

Specification subject to change in line with Tritech's policy of
continual product development
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1/2.3" 12M proqressive scan CMOS
4000H I 3000V
Auto/Manual 1/3~1/10000
0.01 Lux
Auto/Manual
Auto/Manual
1Mbps
30fps
1.57mm
F2.2
Manual
360 °
°
180 from Horizontal
18V to 75V DC
SW
Ethernet RJ-45 (10/100Base-T)
TBC
350m
-20 ° C to S0 ° C storage
-10° C to 35 ° C operating
Burton 1508
Stainless steel
TBC
92mm diameter x 189mm body height
206mm overall height with Tritech connector
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